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Fig. 3

JACKSON PARK & TEAL LAKE BEACH
IMPROVEMENTS
NEGAUNEE, MI

City of Negaunee
Negaunee, MI

JACKSON MINE PARK
IMPROVEMENTS

January 2022Project 2102848
Consultants

NOTES:
1. ELEVATION CONTOURS ARE DERIVED FROM AERIAL SURVEY WITH EXPECTED

ACCURACY OF +/- 1 FOOT. ELEVATIONS GIVEN ARE NOT ABSOLUTE AND ARE
RELATIVE TO LOCAL DATUM

JACKSON MINE PARK PAVILION
FLOOR SLAB EL. 1368.5

PROTECT TREES
DO NOT DAMAGE ROOTS

(TYP)

SF SF SF

SF

SF SF SF

SILT FENCE

PLAYGROUND
DIRECTIONAL SIGN

PAVILION
DIRECTIONAL SIGN

8'

6'

PICNIC TABLE WITH
GRILL AREA

PICNIC TABLE (TYP)

BOTTLE FILLER, ADA  DRINKING FOUNTAIN,
AND PET BOWL. INSTALL MURDOCK
GYM75-PF OR APPROVED EQUAL

LAGGING WALL
el. 103.2

PROVIDE NATIVE LANDSCAPING INCLUDING MINIMUM:
SERVICEBERRY 5 GAL (1)

RED OSIER DOGWOOD 3 GAL (2)
LITTLE BLUESTEM 1 GAL (6)

PURPLE CONEFLOWER 1 GAL (12)
FALSE SUNFLOWER 1 GAL (12)

PROVIDE PLANTING PLAN TO OWNER FOR APPROVAL
PRIOR TO INSTALLATION

PROVIDE 6" STONE MULCH OVER GEOTEXTILE
FABRIC. PROVIDE MULCH SAMPLE FOR APPROVAL BY

OWNER

SIGN BY CITY

RESTORE ALL DISTURBED AREAS WITH
TOPSOIL, FURN, 6", SEED, THV (440
LBS/ACRE), MULCH, ANCHORING MULCH,
AND CHEMICAL FERTILIZER.

ADA PICNIC TABLE
WITH  GRILL AREA

LIGHT POLE (TYP)

WATER SERVICE, TYPE K COPPER
(OR APPROVED EQUIVALENT)
WATER SUPPLY LINE TO BE
INSTALLED MIN. 6FT BELOW GRADE

CORPORATION, 1"

CURB STOP AND BOX, 1"


